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Automatic short seamer
for darts and waistband pleats



PFAFF 3586

Darts and waistband pleats play an important role both for the fit and for the overall visual appearance of trousers, skirts 
and blouses. The main demand on the manufacturer is to guarantee consistent quality and economic processing on a 
machine that is easy to operate. The PFAFF 3586 short seam automatic sewing machine meets this requirement. The 
PFAFF 3586 for darts and waistband pleats is the most versatile and efficient short seam automatic sewing machine 
on the market. Efficiency, flexibility, performance and price are the deciding advantages of the PFAFF 3586. Within 8 
hours you can sew for example 650 pairs of trousers with 4 waistband pleats and 4 darts (without basted seam).

Wide range of application:

Highest flexibility - A wide range of seam designs is available:

Single-pointed darts •	

Double-pointed darts (new)•	

Shaped darts for skirts with integrated waistband •	

Skirt pleats with and without angular seam (illustration: without) •	

Waist pleats with basted seam to better iron out the pleats •	

Short seam to run stitch the seam that is to be worked into the waistband  •	
(thus no loss of time when sewing the waistband with a consistently exact pleat depth)

Waistband pleats•	

Shaped darts for ladies’ trousers•	  
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Version Application Dart depth Waistband pleat depth

3586-12/02 all seam contours up to 250 mm seam length 37 mm 70 mm

3586-13/01 all seam contours up to 300 mm seam length 37 mm 70 mm

3586-13/02 New: Double-pointed darts up to 300 mm seam length 37 mm 70 mm
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PFAFF 3586

Features:

Excellent quality; high repeating accuracy; seams and pleats with exact measurements. Only brief instructions •	
required due to the simple and operator-friendly handling

Darts are sewn from the pocket opening to the point.  This ensures a slim, neat point with no untidy “dimples”•	

The patented material take-over station assures exact seams•	

Loading table for exact positioning of the workpieces and their insertion during sewing. This partially overlapping •	
work method enables the economic use of the machine

Conversion independent of guide rails / pre-programmed seam contours enable a change of operations in a •	
matter of seconds

Identical dart depths for identical material thickness; even when switching the material and thus varying material •	
thicknesses the desired dart depth may be exactly maintained by using a “correction key”

The desired measurements may be directly entered via the P1 operator panel of the touch screen (see examp-•	
les). Modifications are easy for standard seams

Sewing of up to 8 different seam types in any desired sequence, so e.g. different darts and waistband pleats can •	
be set and produced mirror-imaged 

Program data may be saved to an SD-card and recorded to other machines. The software may also be updated •	
via the SD-card

3586-13/02 (New)  •	
For double-pointed darts inside of the fabric (not on the edge), e.g. darts on the front of a shirt  
or darts on the back of a blouse *

Customized seam configurations may be individually created in the teach-in mode•	

Options: Bundle clamp, clamping unit for breast darts and other small parts  •	

* special feed table for      
    double-pointed darts (option)



single-pointed double-pointed



PFAFF 3586

Programming examples:
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Dart length
The dart length may be adjusted via function 1.

Dart depth
The value for the dart depth may be adjusted  
via function 2.

Curve
The value for the curve may be adjusted via function 3.

Shifting of the starting point
The value to shift the starting point may be adjusted  
via function 4.

Single-pointed dart

e. g. darts on men’s trousers 
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Waistband length
The value for the waistband length may be adjusted via 
function 1. 

Waistband depth
The value for the waistband depth may be adjusted via 
function 2.

Waist depth
The value for the waist depth may be adjusted via  
function 3.

Curve 
The values for the curve may be adjusted via  
functions 4 and 5.

Shifting of the starting point
The value to shift the starting point may be adjusted  
via function 6.

Waist length
The value for the waist length may be adjusted via  
function 7.

Waistband pleat

e. g. waistband pleats on men’s trousers 



Hotline:

Technical Service: +49-175/2243-101
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Hans-Geiger-Str. 12 – IG Nord
D-67661 Kaiserslautern

Telefon:	 +49-6301/3205-0
Telefax:	 +49-6301/3205-3171
E-mail:	 info@pfaff-industrial.com
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Specifications:
 
Stitch type:
301

Max. sewing speed: 
4500 s.p.m.

Max stitch length: 
1.0 - 3.0 mm

Needle system: 
134 KK

Needle size in 1/100 mm: 
80 - 100

Dart / Waistband pleat length: 
9 - 250 mm 	 (-12/02) 
9 - 300 mm	 (-13/01, -13/02)

Dart depth: 
up to 37 mm

Waistband pleat depth: 
3 - 70 mm

Stitch length basting seam: 
6.0 - 9.0 mm

Working height: 
760 - 1140 mm

Motor speed: 
200 - 4500 r.p.m.

Power requirement: 
approx. 1200 VA

Connection voltage: 
E 230 V, 50/60 Hz

Working air pressure: 
min. 6 bar

Machine dimensions: 
Length:  1250 mm
Width:    850 mm
Height:   1040 - 1420 mm
(without thread reel stand)

Weight: 
135 kg


